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18ASF-7000v3

Digital Signal Meter

■Press [◀ / ▶] to move cursor to “Terrestrial ''and 
press “OK''

■You will now see the Terrestrial Screen below.  

■
Check and press “OK''

Press [◀ / ▶] to move curser to Channel 

■You will now see the Channel Check Screen below.

3.2 Terrestrial

■
select. 
■Press [◀ / ▶] to select, a tick will appear.

■Continue this process until all desired Channels 
are selected.

Press [▲/▼] to highlight the Channel you wish to 

■
the following screen will appear and the Channels 
will be scanned.

Once all Channels have been selected press “OK”,

■
press “OK''

Press [◀ / ▶] to move cursor to “Terrestrial ''and 

■You will now see the Terrestrial Screen below. 

■
press “OK''

Press [◀ / ▶] to move curser to Channel Search and 

■

■Press [▶] to enter the Auto Search screen.

You will now see the Channel Search screen below.

■
be scanned.

All Channels preprogrammed in to the Meter will 

■
show any services that have been received and 
saved into memory.

When scanning has been completed the Meter will 

■
press “OK'

Press [▲/▼] to highlight Manual Search and 

■

■Press [◀ / ▶] to select either “By Channel” or 
“By Frequency”

You will now see the Manual Search Screen below. 

■
Channel
■Press [◀ / ▶] to select the desired Channel

■All relevant signal information is displayed on the 
screen MOD (Modulation) FEC (Forward Error 
Correction) MER (Modulation Error Ratio) BER
 (Bit Error Ratio) PER (Packet Error Ratio) Audio & 
Video PID (Packet Identifier) Guard Interval, Power 
Level (dBuV)

“ By Channel” Press [▼] to highlight Frequency 

■Press “OK” and a scan will commence.

■ “ By Frequency” Press [▼] to highlight Frequency
 (MHz)

■Use the number pad to enter the desired frequency.

■

■

Press [▼] to highlight Bandwidth

All relevant signal information is displayed on the 
screen MOD (Modulation) FEC (Forward Error 
Correction) MER (Modulation Error Ratio) BER 
(Bit Error Ratio) PER (Packet Error Ratio) Audio & 
Video PID (Packet Identifier) Guard Interval, Power 
Level (dBuV)

■Press [◀ / ▶] to select the correct country. 
(Australia default)

■Press [◀ / ▶] to select Antenna Power On / Off 
(18ASF-7000v2 = 12vdc)

■Press [◀ / ▶] to move cursor to “Terrestrial ''and 
press “OK''

■You will now see the Terrestrial Screen below. 

■

■

■

■

■

You will now see the Spectrum Analyzer Screen 
below. 

The indicator will automatically scroll through the
 frequencies.

F1 will change the span.

F3 will toggle Antenna Power on & off.

F4 will pause the indicator.

■

■

■

Antenna Power.

When in the following screens you can press F3 to 
turn the Antenna Power On / Off.

An indicator will be illuminated on the screen when 
power is present.

3.3 System Setting

■Move cursor to “System Setting ''and press “OK'', 
then you can enter the “System Setting'' interface.

3.3.1 Device Setup

■Press [▲/▼] on “Device Setup '' option and press 
“OK'' , then you can see the following menu.

■Press [▲/▼] on Lighting, Loudspeaker or Keypad 

Tone option, then press[◀ / ▶]to choose Lighting, 
Loudspeaker, Keypad Tone or Led Display between
“On''&“Off'

3.3.2 Time

■Press [▲/▼] on Time option and press “OK'', then 
you can see the following menu.

■Press [◀ / ▶] to select Auto or Manual for Time 
Offset adjustments and to Choose Time Zone, Date 
or Time when [Time Offset] is set to Manual. 

3.3.3 System

■Press [▲/▼] on System and press “OK '', then you 
can see the following menu.

■Press “OK'' to get into the Parental Guidance 
(the default password is 000000).

■Press “OK ''on Set Password option to reset the 
user password.

■Press “OK ''on Restore Factory Default to Factory 
Reset.

■Press “OK ''on information option to get the 
hardware or software version.

3.3.4 Option

■

■

Press [▲/▼] on Option and press “OK'', then you 
can see the following menu.

Press [▲/▼] to choose OSD Language, Subtitle 
Language or Audio Language you want

3.4 Program

■

■

Press [▲/▼] on Option and press “OK'', then you 
can see the following menu.

Press [▲/▼] to choose OSD Language, Subtitle 
Language or Audio Language you want.

■Press [▲/▼] on Program Edit option and press 
“OK '', then you can see all the TV list.

Move

1.  Press [▲/▼] on channel list, select the channels 
     which you want to edit in channel list by press 
     [Red/F1] Key.
2.  Press [▲/▼] move the cursor to the position you 
     want and press the [OK] key.
3.  Press [EXIT] Key to save the settings.

Lock (Password: 000000)

1.  Press [▲/▼] on channel list, select the channel 
     which you want to edit in channel list by press 
     [Yellow/F3] Key.
2.  Press [Yellow/F3] Key to lock or unlock the 
     channel.
3.  Press [EXIT] Key to save the settings.

Delete

1.  Press [▲/▼] on channel list, select the channels 
     which you want to edit in channel list by press 
     [Blue/F4] Key.
2.  Press the [OK] key to sure delete the channel.
3.  Press [EXIT] Key to save the settings.

Favorite

1.   Press [▲/▼] on channel list, select the channels 
      which you want to edit in channel list by press 
      [FAV] Key.
2.   Press [▲/▼] choose what you want “Favorite 
       Type” and press the [OK] key.
3.   Press [EXIT] Key to save the settings.

Skip and rename

■

■

Follow the same way you can set the channel's 
Skip or give the new name.

Press [▲/▼] on EPG option and press “OK'', here 
you can see the all the program guide.

■Press [▲/▼] on Sort option and press “OK '', here 

you can Press [◀ / ▶] to select “By Freq'' , “By 
Service Name'', “Default'' or “By Encrypt''.

3.5 Multimedia
■Move cursor to “Multimedia'' and press “OK'', then 
you can enter the “USB'' interface.

■Press [▲/▼] on Multimedia and press “OK'', then 
you can see the following menu.

■Press[◀ / ▶] to select the item you want to get into 
and press “OK ''to select the file you want to play.

Music

Photo

System Resources 

Main Processor 600M Hz based CPU 

Flash Memory 64M Bits 

DDR SDRAM 1024M Bits 

Tuner/Front-end 

Tuner Type DVB-S/DVB-S2 

Input Connector F-type,Connector,Male 

Frequency Range 950MHz~2150MHz 

Signal Level -65~-25dBm 

Impedance 75Ω 

LNB Power & Polarization Vertical:+13V 

Horizontal:+18V 

Current:Max.500mA 

Overload Protection 

DiSEqC Control Version 1.0/1.1/1.2/1.3,USALS Available 

22KHz Tone Frequency:22±1KHz 

Demodulation QPSK,8PSK 

Symbol Rate 2~45Msps 

  

Tuner Type DVB-T/DVB-T2 

Input Connector F-type,Connector,Male 

Input Frequency (UHF)470-866MHz,(VHF)170-230MHz 

Signal Level -82~-20dBm 

Impedance 75Ω 

Demodulation QPSK,16-QAM, 64-QAM, 256-QAM 

Bandwidth 6,7,8 MHz 

Power Supply 

Input Voltage Adapter Free Voltage (100~240V  AC  50/60Hz)  

Power Consumption 11W MAX 

Power charger output 14V DC 3.0A 

Battery 12.6V/4000mAh 

Battery charging time 3~6H 

Battery standard discharging 

time 

>5H 

A/V Data input/output 

A/V  IN/OUT  Video CVBS input/output 

Audio L/R input/output 

Audio output Built-in Loudspeaker 

HD TV VER1.3 interface,up to 1080p 

USB 1*USB 2.0 slot Compatible for Host 

Transport Streem MPEG-2/4,H,264 

Physical Specification 

LCD Display 5 inch 

Size[W*H*D] 210 x150x 52(mm) 

Net Weight 0.93Kg 

Operating Temperature 0℃ ~ + 45℃ 

Storage Temperature -10℃ ~ + 70℃ 

Storage Humidity 5%~95% RH (Non-Condensing) 

 

Movie

■Press[◀ / ▶]to select PVR and press “OK'' , 

press[▲/▼] to select the [HBPVR] file and press 
“OK'' , then you can see the program you have 
recorded.

■Press [▲/▼] on Photo Configure and press “OK'', 
then you can see the following menu. In this 
submenu, you can set some parameters for photo 
play, like slide time/mode and so on

■Press [▲/▼] on Movie Configure and press “OK'', 
then you can see the following menu. In this 
submenu, you can set some parameters for movie 
play, like subtitle display function and so on.

■Press [▲/▼] on PVR Configure and press “OK'', 
then you can see the following menu. In this 
submenu, you can get the information about the USB 
device you insert and set the correct format for PVR.

3.6 Upgrade

■Move cursor to “Upgrade ''and press “OK'', then 
you can enter the “Software Update'' interface.

■To restore the factory default and keep the satellite 
information, you can press Backup to USB. 
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