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BC85095
1- WIRE TAP
2-WAY 12dB
Freq . SAT:950-2400MHz

TER:47-862MHz
FOXTEL APPROVAL #F31083

BC85095 — 2-Way 12dB
BC85096 — 2-Way 14dB
BC85097 — 2-Way 16dB

Foxtel Approved F31083 F31087 F31085
# of Ports 2-Way
# of Inputs 1
# of Outputs 2
Attenuation 12 dB 14 dB 16 dB
Item Model HLS-430102-12 HLS-430102-14 HLS-430102-16
Frequency Typical QC Limit Typical QC Limit Typical QC Limit
(MHz) Value Value Value
Trunk Loss (dB) 7 =85 7 =85 7 =85
Tap Loss (dB) 12 12+2 14 14+2 16 16+2
Return Loss
(dB) TRUNK
10 28 10 >8 10 >8
TAP
ISOLATION (dB) 30 225 30 225 30 225
DC control from/to Taps
12 - 18V DC 2.33 Amps MAX Rl dliciscntel
Size Lx W x H (mm) 130x 130x 51
Weight (gm) 300

Listed part numbers and products subject to change without notice.

For more information on these and other best-in-class solutions
from Hills call us on 1300 HILLS1 (445 571) or visit hills.com.au H LLS




